
  

© WINDCRANE / Logic Energy Ltd   V1.0 08-09-2026 M.Rae 
www.windcrane.com / info@windcrane.com   

 

WINDCRANE Max  
Step-by-Step Installation Guide 

IMPORTANT 

• Test the system in your office/workshop and make sure you are comfortable with its operation and the 
wiring before installing it on site. 

• Do not plug in the mains power supply or connect the battery until the system has been wired and mounted. 
• If you mix parts from different kits, please let us know at support@windcrane.com. 

 

MOUNTING & WIRING 

1.  Enclosure  

• Mount the enclosure back plate to a pole or wall vertically with 
the battery at the bottom and cable glands facing downwards. 

• Use the two supplied U-bolts for mounting to a 45-60mm 
diameter pole, or other suitable fixings for wall/post mounting. 

• A padlock can be fitted for security. 
 

 

2. Wind Speed Anemometer  

• Mount the anemometer vertically and clear of any obstacles that may affect airflow. 

• The anemometer is supplied with a U-bolt for pole mounting (suits a 25-50 mm pole 
size). 

• Connect the extension cable to the anemometer connector. Hand-tighten the threaded 
locking rings together to secure the connection. 

• Route the cable to the logger enclosure and secure it to the structure. Take care not to 
pull on the cable at the anemometer. 

• Connect the anemometer cable connector to the "Wind Sensor" connector on the 
WINDCRANE datalogger and screw the threaded lock rings together to secure. Ensure 
the connectors are securely mated to guarantee watertightness. 

For systems with multiple sensors, connect each sensor to the appropriate labelled 
connector “pigtail”. 
IMPORTANT: If you are substituting your anemometer for a new calibrated one, tell us its 
serial number, the IMEI of the device it is being connected to, and the date it was 
connected, so we can update all information on the Manager Portal. 

 
 

 
 

 

4. Solar PV Panels  

• Assemble the mounting bracket according to the diagram included in the kit. 
• Use bolts supplied to attach the mounting bracket to the frame of the PV panel. 

• Using the supplied clamps or screws, attach the mounting bracket to a pole or surface 
with an unobstructed view of the sun (facing south if in the Northern Hemisphere). 

• Route the cable to the logger enclosure and connect to the "Solar Panel" connector on 
the enclosure. Again, ensure the connectors are securely mated to maintain 
watertightness. 

 

 

 

5. Satellite Modem  
• Install the satellite modem facing the sky, with an unobstructed view of the sky (do not 

cover the satellite modem). 

• Connect the M12 cable to the Iridium satellite modem.  

• Connect that cable to the correct satellite input in the Windcrane enclosure case. 
IMPORTANT: If you mix satellite modems from different kits, please let us know at 
support@windcrane.com. 

 

http://www.windcrane.com/
mailto:info@windcrane.com


  

© WINDCRANE / Logic Energy Ltd   V1.0 08-09-2026 M.Rae 
www.windcrane.com / info@windcrane.com   

 

 

SWITCH ON 

1. Connect the battery terminal and external power  

• Remove the plastic protection cover from the red (positive) terminal on the battery. 
• Connect the red wire on the charger to the red terminal on the battery. Push the crimp 

connector firmly onto the battery terminal. 

• If the solar PV panels are connected, they start charging the battery. 
• The battery is protected with a 2 Amp slow-blow fuse. Replace with same type if necessary.  

 

2. Switch on the logger  

• Plug the data logger’s green power connector into the output socket on the charger board. 
This powers up the data logger. 

• The amber “GSM” LED next to the logger power terminals flashes for approx. 1 minute 
while the system connects to the network. After the first connection, the system starts 
logging. 

• The green “Status” LED flashes once every second to indicate normal operation. 
 

 

3. Check operational status and monitor data  

• Log in to https://ft.windcrane.com/ using your supplied user account and check the device 
status and data. Refer to your user account welcome email for login details/links. 

 

SWITCH OFF 

4. Switch off (for storage/transport or when data logging is not required)  

• Disconnect the data logger's 2-pole power plug from the charger board to switch it off. 
• Disconnect the PV panel. 
• If storing or transporting the unit, also disconnect the battery positive (red) terminal for 

safety and to prevent battery discharge. 
PLEASE NOTE: Leaving the logger powered without charging and letting the battery voltage 
drop too low (below 11V) is generally bad for battery health and life expectancy, especially if it 
is left like that for more than a few days. 

 

 

 

Worldwide Support and Service. Need Help? 

Email: support@windcrane.com 

Phone: +44 141 5856496 

WhatsApp: +44 741593478 

https://www.windcrane.com/contact-us 

Contact Windcrane to book a Fleet walkthrough online or get help finding the right solution 
for your projects. Data designed to enhance productivity and uptime, improve on-site safety, 

and minimize costs caused by severe weather conditions. 
  

http://www.windcrane.com/
mailto:info@windcrane.com
mailto:support@windcrane.com


  

© WINDCRANE / Logic Energy Ltd   V1.0 08-09-2026 M.Rae 
www.windcrane.com / info@windcrane.com   

 

 

 
 

   
 

   
 

http://www.windcrane.com/
mailto:info@windcrane.com

