
 

WINDCRANE Mini AC Kit​
Installation Guide 

Constant real time wind speed and safety alerts accessible to all personnel on the site during the 
event via mobile phone and a physical wind speed display. 

Quick and easy installation for temporary event structures, tents and staging. 
 

Installation 
 
1.​ Mount sensor bracket using supplied clamps to pipe or pole on tower/structure.  
2.​ Run cable back to logger and connect male M12 plug to logger input.  
3.​ Connect the display (See over leaf for mounting and wiring info). 
4.​ Connect the mains power supply for 100-240VAC. 
5.​ View your Windcrane data online via phone or computer. 
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IMPORTANT 

●​ Do not plug in the mains power supply until the system has been wired and mounted. 
●​ The power supply must only be installed in an indoor location as it is not weatherproof. 

However, the logger itself (black box) is waterproof. 

 

Anemometer Mounting 
 
The sensor includes a 250mm tubular mounting pole (supplied with a saddle 
bracket and U-bolt for pole mounting, which suits a 25-50 mm pole size), 
weatherproof PVC boot and pre-wired output cable with M12 connector.  
 

●​ Attach the sensor bracket to the structure or a tubular pole (as 
shown in photo) using the supplied U-bolt fixings.  

●​ The sensor must be vertical and clear of any obstructions to ensure 
accurate wind speed readings. 

●​ Attach the cable female M12 connector to the connector on the 
sensor base. Tighten the threaded lock ring to secure and waterproof 
the connection. 

●​ Feed the sensor cable to the logger unit, along/through the structure 
and any gland/aperture to the indoor location of the logger.  

●​ Connect the plug on the sensor cable to the adapter/connector that 
is pre-wired to the WINDCRANE datalogger.Twist the threaded 
locking rings together to secure. 

●​ Secure sensor cable to the structure with cable ties. Tidy and secure 
any excess cable.  

 
 

Logger Mounting & Wiring 
 

●​ The logger is pre-installed in the enclosure. Do not  open the 
enclosure.  

●​ Mount the enclosure to an indoor wall, panel or rail using the 
included strap or suitable fixings. 

●​ Do not place the enclosure under a seat or inside a panel or 
locker. The GSM radio antenna (used more a mobile network 
connection) is inside the enclosure lid and must not be 
obstructed. 

●​ The mains power supply is pre-wired into the WINDCRANE 
enclosure and must not be modified. 

●​ Connect the mains plug to a suitable indoor or weatherproof 
outlet socket, or remove the plug and wire into a fused spur or 
junction box. 

●​ Do not switch on mains power until the system is wired up and 
in position.  
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Display Mounting 
 

●​ Connect the display to the logger. 
●​ Mount display bracket to console, rail etc. using included magnets or 

suitable straps/ ties. 
 

 

Operation 
 

●​ Connect the mains power supply for 100-240VAC, with 10W max consumption, as well as a 
3m cable and 230V plug. 

 
 

​
Access Windcrane on Fleet or Mobile App 
 

●​ Login via your phone browser or computer to the Fleet Dashboard: ft.windcrane.com/ 
 
Need Help? 
Email: support@windcrane.com​
Phone: +44 141 5856496​
Whatsapp: +44 741593478 
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